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1. Attended Installation: 

1.1 Utility Installation: 

Unzip the MUU_V1.0.15_Win.zip and there are 2 folders: the 1st folder is the License folder to place 

the Multi-language license files.  

 

The other folder Windows including the 2 installer files. 

One is the file named “MonitorAutoUpgrade_V1.0.15.msi” which will have windows for every 
installation steps for the attended installation. 

 
1.1.1 Utility Installation by the file of “MonitorAutoUpgrade_V1.0.15.msi” 

Step 1: Select file name “MonitorAutoUpgrade” and then click [Next] for next step. (Below picture 

version is for reference, not the actual version we installed.) 

 

 



 

Step 2: Click [Next] to confirm the license agreement. 

 

Step 3: Click [Next] to confirm and start installation process. 

 

 

 

 

 

 

 



Step 4: After installation process is complete, click “Close” to exit installation process.  

  

Step 5: Check new files (shown with yellow frames as below) exited in the folder.  

(Folder link: C:\Toshiba\Monitor Upgrade Solutions\TCxDisplay) 

(The FW file list will depend on the release version, the below is an example only.) 

 

Step 6: After the installation is completed, a “License” folder will exit to place the multi-language license 

files as above picture. 

Step 7: Reboot the host system and the MUU will start the FW update. 

 

 

 

 

 



1.2  Utility Uninstallation                           

Remark: Please uninstall original Program or App of “MonitorAutoUpgrade” manually before new 

package Utility installation including the new firmware files.   

Step 1: Select the program/App “ MonitorAutoUpgrade” and click “Uninstall” to next step.  

 

MUU Uninstall 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



Step 2: Click “Uninstall” to start file removing process. 

 

 

MUU Uninstall 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



2. Unattended (Silent) Installation: 

2.1 Utility Installation: 

The Windows folder includes the other installer files. The file named “Unattended_Setup.exe” which 

will support the unattended installation. 

The unattended installation needs to run with the command line interface. So, if you directly click 

the execution file, a message will pop out to remind the user to run with the command line following 

the message instruction as below: 

“FileName.msi”: The file name is depending on the installation file version you plan to install. 

“Command”: With 2 commands to select: install and uninstall. 

 

2.1.1: Installation command: 

In the command line mode, key in with below: 

“Unattended_Setup.exe MonitorAutoUpgrade_V1.0.15.msi install” (below is an example picture 

only) 

 

Then enter, the installation will complete silently 

 

2.1.2: FW dat files in the defined folder after installation complete: 

Make sure the FW dat files are in the location: C:\Toshiba\Monitor Upgrade Solutions\TCxDisplay) as 

below example: (The files below is an example only and final version filename will depend on the 

version you plan to update.) 

 

2.1.3: After the installation is completed, a “License” folder will exit to place the multi-language 

license files as above picture. 

2.1.4: Reboot the host system and the MUU will start the FW update. 



2.2 Utility Uninstallation: 

2.2.1 Uninstallation command: 

In the command line mode, key in with below: 

“Unattended_Setup.exe MonitorAutoUpgrade_V1.0.15.msi uninstall” (below picture is an example 

only, not the actual final version.) 

 

Then enter, the uninstallation will complete silently 

 

2.2.2: FW dat files will remove in the defined folder after uninstallation complete: 

After the Utility uninstallation complete, check the below folder and the FW date files will be 

removed: 

C:\Toshiba\Monitor Upgrade Solutions\TCxDisplay 

 

 

 

3. Monitor Update Utility support the Command Line Interface 

(CLI): 

Monitor Update Utility can support the command line interface. Regarding the detail command list and 

the usage description, please refer to the document: “MonitorUpgrade Command Line 

Interface Specxxx.txt”. 

 

 

 

 

 

 

 

 


